






*Pre-launch datasheet. UL294 certification pending. Certification will be achieved prior to shipment.

The AD-Series Exit  
Trim (installed with  
a universal mounting 
plate) is compatible 
with Von Duprin  
98/99 exit devices  
with a low current 
request-to-exit switch.

AD-Series  
Exit Trim

Available  
AD-Series 

Reader  
Modules

Mechanical Specifications

Handing

Chassis Cylindrical (Based on Schlage ND-Series)

Meets or exceeds A156.25 and A156.2 Series 4000, 
Grade 1 strength and operational requirements

2-3/4˝ standard, 2-3/8˝, 3-3/4˝ and 5˝ optional

1/2˝ throw security latch standard,   
3/4” throw optional 

Pressure cast zinc, plated to match finish symbols

ANSI curved lip strike 1-1/4˝ x 4-7/8˝ x 1-3/16˝ lip 
to center standard, optional strikes, lip lengths and 
ANSI strike box available

Mortise (Based on Schlage L-Series)

Meets or exceeds A156.25 and A156.13  
Series 1000, Grade 1 Operational and Security

2-3/4” only

Steel, plated to match finish symbols

ANSI curved lip strike 1-1/4” x 4-7/8” x 
1-3/16” lip to center with dust box standard, 
optional strikes lip lengths available

ANSI Standard

Door Thickness

Backset

Latch Bolt

Levers

Strike

Cylinder & Keys

Handed to Order, Field Reversible

1-3/4” standard, 1-3/8” to 2-3/4” optional (available in 1/8” increments)

6-pin Everest C123 keyway cylinder with two patented keys standard  
Additional options available including SFIC, FSIC and competitor brands 

3/4” throw with anti-friction tongue standard,  
1” throw deadbolt on Mortise Deadbolt option

Reader Specifications

Multi-Technology Smart Card Proximity

Frequency  
or Track

125 kHz proximity and 
13.56 MHz smart card

Option for 12-button, 3x4 matrix backlit keypad

13.56 MHz 125 kHz

ISO 15693 and ISO 14443 NoneStandards

Maximum 
Read Range up to 0.75”  

Compatibility 
(secure sector) 

Schlage, XceedID ISO-X,  
MIFARE, ISO-X Lite,  

my-d, FIPS 201/PIV II, DESFire 8-EV1

Compatibility  
(serial number only) 

Schlage, XceedID, HID,  
GE/CASI ProxLite  
and AWID

MIFARE, DESFire, iCLASS,  
Inside Pictotag, ST Micro, TI Tagit

Style/Layout

Compatible 
Schlage  
Credentials

Reads same credentials 
as AD-Series smart card 
and proximity readers

13.56 MHz Clamshell 
(SXF9420 & SXF9440), 
13.56 MHz Smart card 
ISOX or MIFARE Glossy 
White (SXF9520, SXF9540, 
SXF9551, SXF9558 & 
SXF9574), 13.56 MHz Key 
Tag (SXF9640 & SXF9651), 
13.56 MHz PVC Patch 
(SXF9740, SXF9751 & 
SXF97), Schlage EV1 

125 kHz Clamshell 
Proximity (SXF7410), 
125 kHz ISO Card 
Proximity (SXF7510), 
125 kHz ISO Card 
w/ Magnetic Stripe 
(SXF7510MS)

Certifications/
Standards

FCC, Canadian FCC,  
UL294 Listed*, ISO 15693 
and ISO 14443

FCC, Canadian FCC,  
UL294 Listed*

FCC, Canadian FCC,  
UL294 Listed*

• Magnetic Stripe • Keypad• Proximity
• Smart Card
• Multi-Technology

• Proximity
• Smart Card
• Multi-Technology

KEYPAD+ 

• Magnetic Stripe
KEYPAD+ 

Additional  
Readers
Magnetic Stripe
• �Triple Track Reader (1, 2 

or 3), field configurable
• Illuminated Card Slot
• ABA, ISO76XX Standard
• Reader can be cleaned 

without removing lock 
from door

• �Option for 12  
button, 3x4 matrix 
backlit keypad

Keypad
• Backlit keypad 
• �12 button, 3x4 matrix




